
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Natural Sediment Flocculant
Non-toxic/ Non-Hazardous 

For Industrial Use Only   Class 55  Water Clarifier 

Keep from freezing 
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Distributed by 
 

BIOSTARTM  CH   
 
Woven Geotextile or 
Biodegradable Hydrocarbon Free  
Burlap Treatment Bag 

• Convenient Tie- Straps 
 
FLOC 500   &     FLOC 250     
   
 5� X 60�        5� X 30� 
 

         Application rates: 
 
 Treats up                     Treats up  
 to 500,000 gal1             to 250,000 gal1 
 of stormwater.             of stormwater. 

Recommended uses:
 
Install upstream of sediment basin

• T posts    
• stakes    
• swales 
• inlet/ outlet structures    
• overflow structures 
• ditch checks 

custom bag design available 

2% Liquid BIOSTARTM  CH  
 
Packaged in:  
5 gallon bucket  
1 gallon jug  
   
Recommended uses:  
 
• metered injection with sand filter 
• spray apply in sediment basin 
 
Application rates:  
 
One gallon of 2% Liquid* will treat 
approximately 30,000-40,000 gallons1 of 
turbid water.  
 
 
 
1Initial turbidity determines application rate  
*Do not apply undiluted, obtain correct    
  application instructions prior to use. 

Dry mix available for on-site preparation 
Pre-measured dose bags for error free solution 

    Fill bucket  
    with 5 gal     
    of clean water 
  
    Add contents     
    of bag 
  
 Mix until dissolved 
  
 Follow application  
     procedures 

 
BIOSTAR CH is a trademark of Hild & Associates, Inc. 

Natural Sediment Flocculant

www.biostar-ch.com 


